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make it secure

Magnetic Level Gauge on
Magnetic Level Switch U
Capacitive Level Switch =t
Vibrating Fork Level Switch

Hydrostatic Level Probes 1

» Design to measure liquid level in

Mass Flowmeter Series

* Variable area flowmeter, paddle wheel
flowmeter with flow monitor & transmitter

» Wide flow ranges for air, gas, liquid &
chemical application

process vessels, tanks, etc

« With integrated level alarm &
interlocking level control systems

* Terminal housing with IP65,
explosion proof & weather proof

» Available in tough machined acrylic, » Wetted materials are available in
polysulfone, borosilicate glass meter body stainless steel, PVC, PP, and PVDF

* Floater material in stainless steel, PVC, * Threaded & flanges connections
PP and PVDF

Threaded & flanges connections

Root Type Flowmeter

* Special two rotary of roots for
measuring the volume of liquid

e For Petroleum, Petrochemical,

Pharmaceutical, Food & Shipbuilding Pressure Regulator
* Cast iron, ductile iron, stainless steel Reducing, Relief, Safety Relief
« JIS 10K, JIS 20 K, ANSI 150, ANSI 300, PN 10, and PN 16 & Sustaining Valves

* Variety of materials in gunmetal,
carbon steel, stainless steel

» Threaded & flanges connections

Metal Tube Flowmeters

» For gases, liquid and steam

e Material : Aluminum alloy painted
for case (body in stainless steel)

* Indication via magnetic coupling
(no seals)

» Calibrated in I/h ,m /h ,kg/h, %

» Housing protection: IP65, and Class |,
Group B, C, D; Class Il, Group E, F,
Group Class IlI

PRESSURE

TEMPERATURE

Pressure Switch
Pressure Transducer
Pressure Gauge

Temperature Switch Explosion Proof Type

* NEC Class |, Group B, C & D, Class Il, Gauge Guards
Group E, F&D ) )
. Temperature: -200 ~ +650°C » Wide pressure range selechon
) for gas, liquid & chemical

* Electric contact: 1~2 contacts application

« Microswitch type S.P.D.T.: « Integrated in control systems
AC 125/250V 10A « Explosion proof design,
DC 125/250V 0.5/0.25A NEMA 4X IP 65

« Process connection: 2" or %" NPT Male « Class |, Group A,B,C,D

» Class Il, Group E,F.G
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