
Valve Type
Ball valve
Gate valve
Globe valve
Check valve
Butterfly valve
Y-strainer

Pressure Range
800 / 1000 / 2000 / 3000 PSI

End Connection
Threaded end
Butt weld
Socket weld
JIS 10K
ANSI 150 / 300 LBS
PN 10 / 16 / 40

Body Materials
Stainless steel
Carbon steel
Cast iron
Ductile iron
Forged steel
Investment cast

Uni-directional knife gate valves.

50 to 1200mm in standard range.

Bi-directional valves 80 to 600mm.

Special packing materials & designs
for carbon black applications.

Knife gate valves for high temperature services
up to 850 deg C.

Square / rectangular knife gate valves.

Complete range of pneumatic actuators.

Automation solutions for bagging systems etc.

Custom large size executions / designs.

•

Knife Gate Valves

•

•

•

•

•

•

•

Petrol Chemical Process Valves Series

Industrial Valves Series

General Process Valves Series

• Three piece ball valve with ISO mounting pad design.

Size 8 - 50mm (full bore), 8 - 65mm (regular bore).

End Conn

• Designed to meet the requirements of
API-6D ISO 14313/ ASME B 16.34.

Face to Face and End to End dimensions
conform to ASME B 16.10 / ISO 5752
/ BS 2080 / DIN.

End flange dimensions conform to
ASME B 16.5 / ISO 7005-1 / API 605
/ BS 3293 / DIN.

Butt weld end dimensions conform to
ASME B 16.25.

- Flanged (ANSI 150#, 300#)
- Class 800, Threaded (NPT, BSP, BSPT)
- Class 800, Welded (Socket weld, Butt weld to various
  pipe schedules)
- Blow-out proof stem
- Live loaded packing
- Exposed bolting

Choice of material of construction in Duplex SS, Alloy-20,
Monel, Hastelloy-C, etc.

General purpose services in Chemical, Petro Chemical,
Food & Pharma, Power, Paper, Pulp and other industries.
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