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• Size range from d 16mm up to d 110mm and from R3/8" up to R4"
Jointing by solvent welding or threaded connections
Maximum working pressure: 16 bar at 20°C
Available on request the silicon free version
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PIPES, FITTINGS & VALVES

PVC Polyvinyl Chloride & CPVC Chlorinated Polyvinyl Chloride

SCHEDULE 80 MOLDED FITTINGS

• Conforms to ASTM D-1784/1785 Type 1/Type 4, Grade 1
Standard length of 20ft•

SCHEDULE 80 PIPE
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Conforms to ASTM D-1784 Type 1 Grade 1
ASTM D-2467 for Socket Fittings
ASTM D-2464 for Threaded Fittings
Also available in large diameter PVC / CPVC fabricated fittings
CLEAR PVC Sch 40 Pipe / Fittings
Acrylonitrile-Butadiene-Styrene (ABS)

PP-H Polypropylene & PVDF Polyvinylidene Fluoride

• Size range: from d 20mm up to d 110mm
Maximum working temperature: 0°C up to 100°C•

Jointing by socket fusion or butt weld technique or
threaded connections.

• Size range: from d 20mm up to d 110mm
Maximum working temperature: -40°C up to 150°C•

SPECIAL APPLICATION PIPES, FITTINGS & CONTROL VALVES

For conveying chilled fluids and air
conditioning.
From -30°C to +40°C.
In HPF resin.
PN 10 / Diameters from 20 to 160.

GIRAIR®

For compressed air distribution.
PN 12.5 / Diameters from 16 to 110.

PVC / CPVC VALVES

Design for very high chemical resistance, excellent thermal stability,
fire resistance and high purity application.

• Pressure relief valve
Pressure regulator
Check valve (Ball / Diaphragm)
Air operated shut-off valve
Ultra-pure backpressure regulators &
relief valves PTFE diaphragm design
PTFE diaphragm gauge guards
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